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Abstract 
It has been attracting many attentions to develop a renewable, sustainable way to replace 
fossil-fuel based energy systems. Among the many candidates, hydrogen based energy systems 
have possibility of clean and secure future due to low-carbon society. Water splitting has huge 
potential for production of hydrogen in a clean way, for its source is water - renewable and 
nearly infinite source. However, it is only 4% portion in hydrogen production because of high 
cost and lack of industrial foundation. To deal with these problems, one of the solution is to 
develop the low-cost and highly efficient catalyst for hydrogen evolution reaction (HER) and 
oxygen evolution reaction (OER) to replace the noble metals (Pt) and precious metal oxides 
(RuO2 and IrO2), respectively. Especially, it is important to consider charge transfer kinetics 
for developing effective electrocatalyst. In this viewpoint, two main strategy were used in this 
study. One is the nitrogen (N) doped graphene quantum dots functionalization of perovskite 
oxide for better OER electrocatalyst, the other is adding conductive copper (Cu) ions to nickel 
phosphide (Ni-P) as an effective bifunctional electrocatalyst for overall water splitting.  
First N-doped graphene quantum dot functionalized LaxSr1-xCoO3 was synthesized as a 
highly active electrocatalyst for OER to deal with sluggish kinetics of OER, bottleneck for 
water splitting. Perovskite oxide ABO3 (A: alkaline or rare earth metal, B: transition metal) 
have been attracting many attentions due to flexible electronic structure, high activity 
descriptor, good stability, etc. Among them, LaxSr1-xCoO3 have received many attentions as a 
highly active catalyst. And applying N doped-graphene quantum dot is a promising way for 
engineering of perovskite oxide to build high-performance OER catalyst by controlling charge 
transfer in the catalyst.  
Second, Cu-doped Ni-P was synthesized by electrodeposition for effective 
electrocatalyst for overall water splitting. The incorporation of Cu into the Ni-P is expected to 
improve the electrocatalytic performances because of the reduction of charge transfer 
resistance and opposite sign of adsorption energy with hydrogen on Cu compared with that of 
Ni. It could be functioned as bifunctional electrocatalyst for overall water splitting. Finally, 
moisture formed on the surface was removed effectively by using water splitting reactions, 
which convert water into volatile hydrogen/oxygen gases. It was realized by 2-dimensional 
device with interdigitated pattern coated with highly active electrocatalyst NiCu-P for water 
splitting.   
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CHAPTER 1.  INTRODUCTION 
These days, energy sources, transportation and industries mainly rely on fossil fuels, which 
may induce global warming and destroy environments. It has been attracting many attention to 
develop a renewable, sustainable way to replace fossil fuel based energy systems. Among the 
many candidates, hydrogen based energy systems have possibility of clean and secure future due 
to low-carbon society. And effective hydrogen production, storage, transportation are critical 
factors in this system. 
Meanwhile, hydrogen economy is a kind of system that depends on this energy source as 
the common fuel that could deliver a major part of energy and indutries in a country. For example, 
Korean goverment announced hydrogen-economy roadmaps, related to hydrogen vehicles, H2 
charging station, fuel cells (Figure. 1) for alternatives to conventional energy systems. It is 




Figure 1. Hydrogen-economy roadmap (announced by Ministry of Trade, Industry and Energy 
in Korea)  
 
They are one of the most promising systems, which can alleviate the emission of carbon 
dioxide (greenhouse effect) and prevent energy resource exhaustion. In spite of such an attractive 
potentials, it is difficult to get "molecular hydrogen" independantly and additional process for 
generating hydrogen is essential from other hydrogen containing compound such as hydrocarbons 
and water.  
Most of hydrogen is produced industrially by following three main ways in these days. 
(Figure. 2). One is made by SMR (Steam-Methane Reforming), representative production process 
from a methane with a high-temperature (over 700°C) steam to produce H2 and CO2, before water-
gas shift reaction (CO react with steam for hydrogen and CO2). Second, hydrogen is generated by 
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reacting O2, coal and steam under high pressures and temperatures to make mixture of CO and H2 
gases. Following water-gas shift reaction converts the mixture gases to additional H2 and CO. 
Third one is electrolysis of water, which converted to only hydrogen and oxygen. With this 
process, hydrogen is produced in a clean way. Former two methods are more economic than latter 
one, and related to conventional industrial process, so most of the hydrogen production mainly 
depends on them (over 95%). However they are strongly depends on fossil-fuel based system, 
which can induce air pollution and emit carbon dioxide, which cause greenhouse effect. So 
environmental issues cannot be solved using these two methods. Different from them, water 
electrolysis has huge potential to produce hydrogen in a clean way, for its source is water - 
renewable and nearly infinite source. 
 
 
Figure 2. Three main methods to produce hydrogen for industries [1] 
 
A typical schematic of full cells for electrochemically water splitting is shown in the 
Figure 3. In alkaline conditions, hydroxide ions which are dominant in electrolyte, converted 
to water and oxygen gases at the anode as the following equation:  
4OH- → 2H2O(l) + 4e- + O2 (g) 
This is known as the oxygen evolution reaction (OER). Generated electrons move 
through the external circuit to meet water molecule at the cathode (to circulate the 
electrochemical circuit). Then, water is reduced by getting electrons to produce hydrogen at 
the cathode, which called hydrogen evolution reaction (HER):  
2H2O(l) + 2e
- → 2OH- + H2(g). 
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Figure 3. Two half-reactions in electrochemical water splitting 
 
In thermodynamic perspectives, the minimum energy for splitting water is 1.23 V. But 
more energy is needed to accelerate the reactions at proper rates (in viewpoint of kinetics), 
which called activation energy. To reduces activation energy, catalyst is required as seen in 
Figure 4. (a). In I-V curves, we can consider required energy as voltages, reaction rates as 
current density (current divided by surface area). Especially, additional energy over the 




Figure 4. (a) Role of catalyst in chemical reactions, (b) I-V curve in full cell in water splitting 
 
So effective electrocatalysts is to decrease this overpotential as much as possible. In 
Figure 4(b), lower energy (E) is needed for splitting water with effective electrocatalyst due to 
reducing overpotentials (ηH, ηO) in each reaction (HER, OER). It is widely known that noble- 
metal based catalyst (Pt in HER, IrO2 or RuO2 in OER) showed the best performances. But due 
to high cost and scarcity, effective non-noble metal based electrocatalyst have been studied to 
replace them.  
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In the work described herein, we focused on the effective non-noble metal based 
electrocatalyst for water splitting. To realize this, we considered charge transfer kinetics on the 
transition meal based electrocatalyst in this study. First, perovskite oxide LaSrCoO3 (LSCO) 
was modified with N-doped graphene quantum dot (N-GQD) as an effective electrocatalyst for 
oxygen evolution reactions (OER). LaSrCoO3 particles were synthesized by sol-gel method, 
before broken into smaller particles by using ball-milling process. N-GQD was made by facile 
hydrothermal methods and mixed with perovskite oxides for synthesizing composite catalyst. 
Graphene Quantum Dot (GQD) was also made for comparing hetero-atom doped GQD to study 
effect of modification in detail. N-GQD samples showed better performances compared with 
well-known electrocatalyst, IrO2. By modified with N-GQD, electron transferred from LSCO 
to N-GQD with maintaining the electroneutrality, which changed electronic structure of LSCO 
for highly active OER catalyst. Also N-GQD was acted as an active site for OER and formed 
p-n junction with LSCO for better charge transfer. Second, Cu-doped Ni-P was synthesized by 
electrodeposition for effective bifunctional electrocatalyst for overall water splitting. 
Especially, an electrocatalytically driven moisture control technology is demonstrated by 
condensation of vapor and water splitting. The incorporation of Cu into the Ni-P is expected to 
improve the electrocatalytic performances because of the reduction of charge transfer 
resistance and opposite sign of adsorption energy with hydrogen on Cu compared with that of 
Ni. In addition, it could be functioned as bifunctional electrocatalyst for overall water splitting. 
Finally, moisture was effectively removed by using 2-dimensional device with interdigitated 
pattern coated with NiCu-P. The devices can remove pure water with a speed of about 0.6 ml/h 
at 10 V. A transparent cell with flexibility was also fabricated and kept over 75 % capability 
under a curvature of 0.18/cm. 
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CHAPTER 2.  THEORETICAL BACKGROUND AND MOTIVATION 
2.1 General strategy of development of electrocatalyst for water splitting 
There are commonly two strategies to enhance the performances of an electrocatalyst 
(reaction rates): one is to increase the number of exposed active sites on a fixed area of a 
catalyst such as increasing loading or reducing size to nano-scale. The other is improving the 
intrinsic activity of each active sites, like alloying and doping to change surface properties of 
eletrocatalyst. [2] Typical approach in former methods is breaking particles into nano-size by 
ball-milling or removing templates for porous structure with high surface area as seeb in Figure 
5. [3,4] Another approach, dispersing nanoparticles on the supports like 2-dimensional 
materials induces additional effect, that is enhancement of the conductivity of the 
electrocatalyst. [5] Certain materials has active sites only on edges, not basal planes, so novel 
structructure exposing edge sites can significantly shows better catalytic activities. [6] 
 
 
Figure 5. Strategy for development of effective electrocatalyst for water splitting by increase 
of the number of active sites such as porous structures, nanoparticles [3-6] 
 
One of the usual method for improving intrinsic activity is changing composition of the 
electrocatalyst for water splitting. (Figure 6) Double perovskite is one of the attracting 
materials due to high flexibility of elements for tailoring the electronic and chemical properties. 
By changing amount of various elements, we can get the better performances of the 
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electrocatalyst. [7] Meanwhile, in oxide materials, oxygen diffusion is important factors in 
surface properties to catalyze water splitting reactions. It is commonly used to tune oxygen 
vacancies for enhancing intrinsic activities. [8] For TMDC (Transition Metal 
DiChalcogenides), number of layer determines structure and electronic property of the 
materials and changes the activity of the catalyst. So intercalation in MoS2 is the effective way 
to enhancing intrinsic catalytic activity by phase transition. [9] Functionalization of other 
materials such as metal, polymers, oxides is also good methods to impove the surface activity 
of the catalyst, act as a proton acceptors. [10] Actually latter methods are more efficient, for 
there is limit for mass and charge transport in cases of only increasing number of active sites. 
Surely, these two strategies can be realized simultaneously, inducing superior improvements 




Figure 6. Strategy for development of effective electrocatalyst for water splitting by improving 
intrinsic activity in each active site such as oxygen vacancy control, functionalization [7-10] 
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2.2 Descriptors for HER/OER 
By combining theory and experiments, simple but powerful tools (principles) was found 
for searching effective materials in HER and OER. That is activity descriptor for each reactions, 
which shows volcano relations. Using them, one can easily expect catalytic activity of the 
electrocatalyst for hydrogen/oxygen evolution reactions.   
In HER, two electrons transfer for the reaction with only one intermediate (Figure 7(a)), 
and there are two types of main mechanisms, which are Volmer-Heyrovsky or the Volmer-
Tafel. Each steps are suggested as below.  
1-1. H+ + e– + *→H* (Volmer step) 
1-2. H* + H+ + e–→H2 + * (Heyrovsky step) 
2. 2H*→H2 + 2* (Tafel step) 
Considering so-called Sabatier principles, we can conclude a necessary condition to 
find an active HER catalyst is free energy of hydrogen adsorption, ΔGH ≈ 0. If binding is too 
weak, Volmer step (adsorption) will constrain the overall reaction rate, whereas if the hydrogen 
binds  too strongly, Heyrovsky/Tafel step (desorption) will determine the rate. The volcano 
relation between ΔGH and exchange current density is depict in Figure. 7(b) suggest a guide 
for the best catalyst for a given groups of catalyst materials. [11] 
 
 
Figure 7. (a) Reaction steps in HER on the surface of catalyst, (b)Volcano plot for various 
metals in HER [11] 
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Compared with HER, OER is a complex reaction, which four electrons transfer 
reactions with catalytic intermediates (MOH, MO, MOOH) in Figure 8(a). Because metal oxide 
is reported as a common OER catalyst, OER volcano plots have been studied for various metal 
oxide surfaces such as binary oxide, spinel, rock salt, perovskite with ΔGO – ΔGOH as the 
descriptor. [2] In perovskite, another volcano relation is suggested that the filling of eg orbitals 
in B-site metal cations can be main decriptor for OER. [12]. These two well-known volcanos 
are presented in Figure 8(b) and (c). 
 
Figure 8. (a) Reaction steps in OER on the surface of catalyst (b) Volcano plot for metal 
oxides and (c) perovskite oxide in OER [2, 12] 
  
 9  
CHAPTER 3.  EXPERIMENTAL PROCEDURE/PARAMETER 
3.1 Overpotential (η) and Tafel Slope  
For the typical electrochemical reactions, total overpotential has three parts. They are 
concentration overpotential (ηc), activation overpotential (ηa), and the resistance overpotential 
(ηr). Resistance in third one is between the electrolyte and surface, called uncompensated 
resistance. When the reactions start at the electrode, participating of the ions in electrolytes in 
reaction can cause rapid decrease in concentration near the surface, which is the concentration 
overpotential. Stirring the solution can minimize this kind of overpotential. Material’s own 
catalytic activity is related to the activation overpotential, and it can be changed from one 
material to another. That’s why it can be reduced by selecting an effective electrocatalyst. 
Ohmic drop compensation is used for removing the resistance overpotentials. Manually it can 
be calculated to multiply the current density (at uncompensated resistance) and corresponding 
potential. It is also called the iR drops, required to be subtracted from the measured one. 
Resultant overpotentials is expressed by followed equation: 
η = (ΔG /e) - 1.23 V= ηc + ηa + ηr 
Typically, the Tafel plot of an electrocatalyst is calculated by replotting the linear sweep 
voltammetry (LSV) with log (j) versus overpotential. This term makes up for overpotential in 
expressing catalytic activity of the electrocatalyst. Tafel slop, the slope of the linear part in 
Tafel plot is related to charge transfer in certain potential range. Related equation is as followed: 
Tafel slop: d log(j) / dη = 2.303RT/ αnF 
R (ideal gas constant), T (temperature), α: charge transfer coefficient, F (Faraday constant), n 
(number of electrons transferred). In this equation, only α is variable, means an electrocatalyst 
with higher Tafel slope possesses an inferior charge transfer ability. For more accuracy, non-
Faradaic region, which is not related to catalytic reaction, should be removed in replotting Tafel 
plot from the polarization curves.  
 
3.2 How to evaluating experimentally observed current 
Many of paper reports current divided by geometric surface area of the electrodes (in 
the unit of A/cmgeo
2). However, under this method we cannot tell the intrinsic ability of the 
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given electrocatalyst. So there are several methods, which can express normalizing current 
measured in water splitting reactions. [13] First one is current calculated by the geometrical 
area of the given electrode (in units of A/cmgeo
2). It is mainly used, but it cannot show intrinsic 
activity of the electrocatalyst materials, for different catalyst loading varies current density and 
actual surface layer is not different from projection area. But in very thin layer or flat electrode, 
it is relatively precise.   
For showing intrinsic activity, there are two methods normalizing the measured current. 
One is using ECSA – Electrochemical surface area (in this case, the unit is A/cmECSA2) as shown 
in Figure 9. ECSA reflects the actual surface of the electrode, different from geometrical 
surface area. But it can be significantly different from one to another by using cyclic 
voltammetry and impedance measurement, which can induce potential error. The other is 
current normalized by Brunauer−Emmett−Teller (BET) surface area. BET measurement is 
determined by adsorption and desorption of the gases. It is especially powerful method in case 
of porous and nano-structuring materials. But gas adsorption/desorption sites and 
electrochemical active sites are not the same, which leads to experimental inaccuracy.  
Mass activity is the current divided by catalyst loading (in the unit of A/g). It directly 
considers the loading of the catalyst at all types of catalyst. But it depends on density, particle 
size, morphology.  
 
 
Figure 9. Simple schematics explaining geometrical/electrochemically active surface area in 
MoS2 [14] 
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CHAPTER 4.  HIGHLY ACTIVE OXYGEN ELECTROCATALYST 
BASED ON N-DOPED GRAPHENE QUANTUM DOT 
FUNCTIONALIZED PEROVSKITE 
4.1 Introduction 
Under fossil fuel-based systems, greenhouse effect and exhaustion of resource is a 
major concern, novel energy source which are environmentally clean and abundant, is 
becoming needed. Water splitting can produce hydrogen, one of the promising candidates by 
clean and renewable ways. To split water efficiently, electrochemical oxygen evolution 
reaction (OER) is the main process [1–4]. However, the OER can be a bottleneck, which is 
more complex reactions, related to four-electron transfer process, compared with HER. Till 
now, noble metal such as Ir, Ru based oxides are the best OER catalyst to achieve high current 
density at low overpotential for water splitting, but scarcity and expensive costs of them prevent 
application in large-scale and industrial uses. [5, 6] To replace them, lots of study were 
conducted focusing on non-noble metal such as transition metal (Co, Cu, Ni) based compounds, 
etc. [7-11] 
 Among various non-noble metal compounds, perovskites oxides with chemical 
composition of ABO3 (A: alkaline or rare earth metal, B: transition metal ) have high flexibility 
of structures and compositions, showing the great potentials for tuning their electronic, 
chemical and catalytic properties, [12-14] attracts many attentions. Among them, LaxSr1-xCoO3 
have received many attentions as a highly active catalyst.  
Hierarchically porous perovskite La0.5Sr0.5CoO3 was synthesized by electrospinning 
showing highly active OER performances, good rate capability, excellent stability in a Li-O2 
batteries. [15] J. Tyler et al. present OER electrocatalyst containing high mass activity and 
specific activity at room temperature by substitution of Sr2+ ions and control of oxygen 
vacancies. [16] By combining experimental and calculation methods, Seo. Et al. studied highly 
active OER perovskite oxides to modify the chemical composition for tuning the adsorption 
energy of oxygens on the surface of the catalysts. [17] 
Among various carbon nano materials studied, graphene quantum dots (GQDs) have 
been emerging widely in research field due to its facile charge transfer, good adhesion to 
catalyst, high surface area, etc. [18-19] Li et. al. reported carbon quantum dots functionalized 
perovskite oxide-based nanofiber to show superior OER performances compared with 
commercial IrO2. [20] Synergistic effect of perovskite oxide and carbon nanomaterials can 
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induce highly effective electrocatalyst for OER due to increased surface area and oxygen 
vacancies. In addition, by introducing heteroatoms such as nitrogen into the carbon mother 
materials has been considered as a versatile and effective strategy for controlling their electron 
density and defects, showing better catalytic performances. [21] Also, nitrogen containing 
polymer, dopamine was functionalized on the perovskite oxide nanorods for highly active OER 
catalyst. [22] 
In this study, we modified perovskite oxide La0.5Sr0.5CoO3 (LSCO) with N-doped 
graphene quantum dot (N-GQD) functionalized as an effective electrocatalyst for oxygen 
evolution reactions (OER). LSCO particles were synthesized by sol-gel method, before divided 
into smaller particles by using ball-milling process. N-GQD was made by facile hydrothermal 
methods and mixed with perovskite oxides for synthesizing composite catalyst. Graphene 
Quantum Dot (GQD) was also functionalized on the LSCO for comparing hetero-atom doped 
GQD to study effect of modification in detail. It showed good performances comparable with 
well-known OER electrocatalyst IrO2. By functionalized with N-GQD, electron transferred 
from LSCO to N-GQD with maintaining the electroneutrality, which changed electronic 
structure of LSCO for highly active OER catalyst. Also N-GQD was acted as an active site for 
OER and formed p-n junction with LSCO for better charge transfer.  
 
4.2 Experimental details 
4.2.1 Synthesis and ball-milling of Perovskite oxide 
Perovskite oxide La0.5Sr0.5CoO3 (LSCO) was synthesized by conventional sol-gel 
process. Citric acid and appropriate ratio of La, Sr, Co based precursors were mixed in 
deionized water (D.I. water) to form a homogenous solution. All the reagents were totally 
dissolved, before adding polyethylene glycol (Molecular weight is about 400). After stirring a 
solution for overnight, as-formed solution was heated at 300℃, before pre-calcined at 600 ℃ 
for several hours and annealed at 950 for 4 hours.  
In addition, we synthesized LaNiO3 perovskite oxides with novel methods in low 
temperature. It was synthesized by using cyano-gel complex and strong oxidant such as H2O2. 
La precursor (nitrate or chloride) was mixed with D.I. water for complete dissolution. Nickel 
cyanide was mixed with potassium cyanides for dissolution in water by considering 
coordination number of cyano-functional group on the Ni atoms, respectively. After both 
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solutions were mixed, strong oxidizer H2O2 (Concentration should be lower due to prevention 
of high reactions rate) were added to form a cyano-gel. After vigorous mixing, centrifugation 
was repeated 5 times to remove byproducts such as potassium, cyanides. Muffle furnace was 
used to anneal the gel at 500, 600, 700, 800, 900 ℃ for 6 hours. Samples without oxidative 
treatment was made to study effect of oxidizer on the crystallization temperature. To increase 
the number of active sites, LSCO was ball-milled for nanoparticle using a machine of 8000D 
Mixer/Mill. By varying processing time, optimized condition as an effective catalyst was found. 
 
4.2.2 Synthesis of the N-doped graphene quantum dots, and the N-GQD 
functionalized LSCO  
The N-GQD quantum dots were synthesized by a simple hydrothermal process. 
Appropriate amount of dopamine hydrochloride and citric acid were dissolved in an ethanol, 
then the solution was transferred into a Teflon-lined stainless-steel autoclave. The sealed 
autoclave was put in a drying oven at 180 °C for several hours and was kept for cooling until 
room temperature naturally. The N-GQD dispersion was centrifuged several times at 5,000 
rpm for 10 min. Every time the supernatant was removed and remnant was filtered by a 
membrane filter (0.22 µm). Graphene quantum dots were also made by same procedure only 
not with adding dopamine hydrochloride for studying role of N doping. 
And as-prepared dispersion of N-doped graphene quantum dots (50, 100, 300, 500, 
1,000 µL) was added to a 10mg/ml dispersion of ball-milled LSCO, before bath-sonication for 
15 min and stirring for 1 day. To find optimum condition, linear sweep voltammetry was 
measured with changing ratio of N-GQD dispersion and LSCO powder as shown in Figure 10. 
Total process is briefly shown in Figure 11. 
 
4.2.3 Material characterization 
Scanning electron microscopy images were obtained by using a scanning electron 
microscope (Nova NanoSEM). X-ray diffraction (XRD) patterns were measured by a Normal 
X-ray diffractometer (Bruker AXS D8 ADVANCE) using Cu Kα radiation. Transmission 
electron microscopy (TEM) and Fast Fourier transform (FFT) images were collected using a 
transmission electron microscope (Tecnai G2 F20 X-Twin). The TEM samples was prepared 
by dropping 2-propanol dispersion of catalytic materials on the Au coated grid. For 
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Figure 10. Linear sweep voltammetry (LSV) polarization curves of LSCO-NG with varying 
ratio of NGQD and LSCO  
 
 
Figure 11. Schematics of synthesizing N-doped graphene quantum dot (N-GQD) 
functionalized LaxSr1-xCoO3 (LSCO)  
 
analyzing the bonding states of each elements, X-ray photoelectron spectroscopy (XPS) was 
performed by Thermo Fisher ESCALAB 250XI to confirm the chemical bonding information. 
The XPS sample was prepared immediately after synthesizing powder and stored in a 
desiccator to prevent exposure to air and humid in an atmosphere.  
 
4.2.4 Electrochemical measurement 
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To measure electrochemical activity of the catalyst, the catalyst ink was prepared by 
dispersing a powder in a solution containing binder and solvent. 50 mg of the powder was in a 
5 ml solution (Ethanol:IPA (isopropyl alcohol):5wt% Nafion=45 %:45%:10%, volumetric 
portion). After sonication (bath type) process, 2.5 ul catalytic ink was dropped on the glassy 
carbon electrode (GCE), drying naturally at room temperature in an air. Catalytic films were 
formed on the 0.07 cm2 of area on the GCE, loading is 0.35 mg/cm2. Then, OER 
electrochemical measurements were performed by using IVIUM Stat (US). Catalyst films on 
GCE, a Pt wire, and an Ag/AgCl electrode were used as a working, counter, and reference 
electrode, respectively. All potentials related to this study were converted to the RHE (ERHE= 
EAg/AgCl + 0.1976 + 0.0592 x pH). Electrolytes was 1M KOH aqueous solution full of nitrogen 
before measurement. The linear sweep voltammetry curves were obtained at a scan rate of 10 
mV/s and a rotating speed of 1000 rpm with iR (current x internal resistance) correction. 
Electrochemical Impedance Spectroscopy (EIS) was performed in the same configuration at 
the frequency from 105 to 0.1 Hz with an AC voltage amplitude of 10 mV at a voltage of 1.8 
(vs RHE).  
 
4.2.5 Electrochemical reduction of the catalyst electrode 
After forming catalyst electrode, it was dipped into the electrolyte for post-treatment, 
that is electrochemical reduction. The electrochemical reduction was carried out by applying a 
negative voltages of 0.2236 to 0.8236 V (vs RHE) with steps of 0.2V for 20 min in alkaline 
solution, OER activities were compared for LaNiO3 (LNO) films subjected to the 
electrochemical reduction by applying a negative voltage of 0.8236 V (vs RHE) on the film for 
a time intervals of 2, 5, 10, 20, 30 min to see optimal condition. After electrochemical reduction, 
as-treated films were electrochemically measured in a same electrolyte, 1M KOH with N2 
saturation.  
 
4.3 Results and Discussion 
4.3.1 Ball-milling of perovskite oxide for optimization of the electrocatalyst  
The effect of ball-milling on the material properties and the OER activity of the 
LaSrCoO3 (LSCO) perovskite was studied. Ball-milling has been reported as an efficient and 
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simple treatment method to enhance the OER performance of oxide catalyst.[23, 24] To raise 
the specific surface area of the materials, the ball-milling process is commonly used. 
Experimental results showed that the ball-milling process can remarkably improve the LSCO 
OER performance. This enhancement is related to the reducing size of agglomerates by the 
ball-milling process, as confirmed by dynamic laser scattering (DLS) and SEM.  
However, severe ball-milling process can damage the crystallinity and surface 
properties of the materials. So optimization of ball-milling condition should be needed. Various 
physicochemical characterization has been used to study the morphology and crystallinity of 
the ball-milled perovskite oxides. We considered two parts of the electrocatalyst. One is total 
electrode activity, the other is intrinsic catalytic performances. Before mentioned, there are 
several methods to express the measured current to show electrochemical performances. Most 
used one is current density, which is measured current divided by geometrical surface area. In 
our study, we used specific activity to show intrinsic properties of the catalyst. To determine 
the surface area, we have used electrochemical surface area (ECSA) by measuring cycle 
voltammetry with varying scan rate.  
 
 
Figure 12. SEM images of perovskite oxide (La0.5Sr0.5CoO3) after ball-milling process by 
changing processing time (a) pristine samples (without ball-milling). Samples ball-milled for 
(b) 0.5 hours (c) 3 hours, (d) 12 hours. Perovskite oxide particles were mixed with ethanol, 
before pulverized by wet ball-milling.  
 
First SEM and DLS was measured to see particles size distribution and morphology of 
the catalyst. As seen in Figure 12, the particles were pulverized as ball-milling time increases. 
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Before ball-milling particles are over several micro-size, which aggregates during high 
temperature annealing process. But the size of the catalyst dramatically decreased in only 30 
minutes after ball-milling. As processing times increases, particles became smaller. Dynamic 
laser scattering was used (Figure 13) to know the quantitative size of particles, after sample 
was prepared by dispersing nanoparticles in ethanol. Similar to experimental results by SEM 
measurement, the size of the LSCO was reduced as process goes on. Size of pristine perovskite 
oxide particles were over 350 nm, but it reduces to under 100 nm. At initial steps, it decreased 
rapidly, and the size was saturated over several hours. Standard deviation in size distribution 
of each samples was over 50 nm, it may be due to re-agglomeration of nano particle in ethanol.  
 
 
Figure 13. Size of perovskite oxide particles by wet ball-milling by varying processing time. 
Data was acquired by dynamic laser scattering (DLS). Concentration of the sample was 0.1 mg 
in 1 ml ethanol. Standard deviation was inserted in the graph at each condition.  
 
 
Figure 14. (a) Mass activity (MA) based on the catalyst weight of each ball-milled LSCO 
catalyst at an overpotential of η=0.5 V and (b) Specific activity of ball-milled LSCO, in which 
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surface area was ECSA (Electrochemically active surface area). Inset graph was difference in 
current density measured by cyclic voltammetry with varying scan rates. ECSA was evaluated 




Figure 15. (a) Linear sweep voltammetry (LSV) polarization curves in 1.0 M KOH of ball-
milled LSCO with different processing time. Arrow shows trend of the ballmillng time to OER 
performances and (b) corresponding Tafel plot.  
 
As seen in Figure 14, mass activity of ball-milled LSCO catalyst was induced by 
dividing measured current by catalyst loadings at fixed potential of 0.5V (vs RHE). Among the 
all the samples, 3h ball-milled samples showed the highest mass activity. It might be due to 
more active sites and less damaged catalytic sites. In inset of Figure 14 (b), ECSA was the 
highest in 12 h ball-milled LSCO. The sequence of ECSA was (ball-milled) 12h – 6h – 3h – 
1.5h – 0. This trend exactly corresponds to ball-milling time. Like SEM and DLS data in Figure 
12, 13, the size of particles reduced as ball-milling process went to have higher surface area. 
However specific activity normalized by ECSA as shown in Figure 14 (b) was different, which 
shows intrinsic activity of the catalyst. It showed ball-milling gradually damaged the materials 
catalytic activity. Briefly ball-milling caused high surface area but deteriorated the intrinsic 
activity of each active sites. So it is required to consider two effects induced by ball-milling.  
The electrocatalytic OER performances of the LSCO films on the glassy carbon 
electrode were evaluated in a N2 saturated alkaline electrolyte (1M KOH, pH = 14). To evaluate 
the electrocatalytic activity toward OER, the current density versus potential at a scan rate of 
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10 mV/s was measured recorded at room temperature as a function of ball-milling time, plotted 
in Figure 15. For the pristine LSCO sample, a current density of -10 mA/cm2 was achieved at 
an overpotential (η) of 570 mV vs reversible hydrogen electrode (RHE). The overpotential 
decrease to 420 mV at 3 h ball-milled sample, then gradually increases to 500 mV at 12 h ball-
milled ones. This tendency is same in Tafel slop as shown in Figure 15 (b).  
 
 
Figure 16. XPS spectra of C 1s and O 1s for pristine and ball-milled (3 h) LSCO samples 
 
As seen in Figure 16 and 17, chemical bonding state of each elements was maintained 
after ball-milling of LSCO. XPS spectra of C 1S and O 1s showed little peak shift and changes 
in ratio of the bonding. C 1s in XPS data has two peaks, C-C at 285 eV and C-O bonding at 
288.6 eV, O 1s spectra showed lattice oxygen at lower binding energy and oxidant states of 
oxygen (O2-/O2), which is related to oxygen vacancy, may influence the OER performances. 
[25]. Ratio of O2- to O2-/O2 was almost same, 0.8135 in pristine LSCO and 0.8146 in 3h ball-
milled LSCO, respectively. Bonding states of cobalt was also maintained after ball-milling of 
3 hours, for binding energy of the peak and FWHM was almost same in both samples in Figure 
17.  
In Figure 18, grain size and crystallinity of the two samples was confirmed by XRD 
patterns. And crystallinity was reduced as peak intensity was reduced as shown in Figure 18 
(a), full-width half maximum (FWHM) are 0.169 in pristine LSCO, 0.321 in 3h ball-milled 
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LSCO. By Scherrer equation, grain size of ball-milled samples was almost 2 times smaller than 
pristine LSCO.  
 
 
Figure 17. XPS spectra of Co 2p for pristine and ball-milled (3 h) LSCO samples. 
 
 
Figure 18. XRD patterns of pristine and ball-milled (3 h) LSCO samples (a) in range of 20o  
~ 60o and of (b) 32o ~ 34o. 
 
4.3.2 Functionalization of N-Graphene Quantum Dot La0.5Sr0.5CoO3  
 Graphene quantum dots (GQDs) have attracted many attentions in diverse rising 
applications due to their electrical and optical properties induced from nano-meter scale, these 
days. Especially, smaller (< 10 nm) GQDs exhibit larger bandgap, higher carrier mobility and 
more reactive sites, which is more attractive for various applications. In the field of 
electrocatalyst for water splitting, nitrogen doped carbon nanomaterials are expected to have a 
great potential for both half reactions.  
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In this section, perovskite oxide LaSrCoO3 (LSCO) was modified with N-doped 
graphene quantum dot (N-GQD) functionalized as an effective electrocatalyst for oxygen 
evolution reactions (OER). N-GQD was made by facile hydrothermal methods and 
functionalization of it on the LSCO was realized by only mixing with perovskite oxides for 
efficient composite catalyst. Graphene Quantum Dot (GQD) was also synthesized for 
comparing with hetero-atom doped GQD to study effect of modification in detail.  
As shown in Figure 19, XRD patterns of LSCO, ball-milled LSCO, N-GQD and GQD 
functionalized LSCO were shown. Although rest of 3 samples except LSCO shows a little 
lower peak intensity and wider full-width and half maximum (FWHD), they maintained 
crystallinity confirmed by no peak shift.  
 
 
Figure 19. XRD patterns of LSCO, LSCO-BM, LSCO-QD, LSCO-NG samples 
 
The N-GQDs were initially prepared by mixing dopamine and citric acid under 
hydrothermal condition. As-synthesized N-GQDs have several nanometer-size and high 
crystallinity with 0.21 nm lattice spacing corresponding to the (100) plane confirmed by TEM 
images in Figure 20. GQD and N-GQD functionalized LSCO composite (LSCO-GQD and 
LSCO-NG, respectively) was synthesized via a facile solution process as mentioned before.  
As shown in TEM images of Figure 21, the N-GQDs were uniformly distributed on the 
outer space of the LSCO NPs. In the highly magnified image, N-GQDs and LSCO NP exhibited 
high crystallinity, as confirmed by the lattice-fringe of 0.26 nm and 0.21 nm, which means 
(100) plane of LSCO and (100) plane of N-GQDs, respectively. Corresponding fast Fourier 
transform (FFT) patterns also showed good crystallinity of the samples. Interestingly, N-doped 
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graphene rings were visualized by enlarged TEM images. In case of N-doped graphene, the 
distance between adjacent carbon atoms is 0.14, 0.24. It was visualized clearly in TEM images 
with higher magnification in Figure 21.  
Similarly, GQD was distributed on the surface of the LSCO as shown in Figure 20. 
GQD and LSCO also showed high crystallinity as confirmed by lattice spacing of 0.21 nm and 
0.37 nm, corresponding to (100) plane of GQD and (110) plane of LSCO.  
 
 
Figure 20. TEM (with higher magnification) and FFT images of N-GQD and LSCO-GQD NPs. 
 
 
Figure 21. TEM (with higher magnification) and FFT images of LSCO-NG NPs. 
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The OER activities of the functionalized LSCO films on the glassy carbon electrode 
were measured under alkaline electrolyte (1.0 M KOH, pH = 14). To evaluate the OER 
performance, the current density vs potential (vs RHE) was measured recorded at a scan rate 
of 10 mV/s as each condition of modification, plotted in Figure 22. For the pristine LSCO 
sample, a current density of -10 mA/cm2 was achieved at an overpotential (η) of 520 mV vs 
reversible hydrogen electrode (RHE). The overpotential decrease to 420 mV at ball-milled 
samples, then gradually increases to 360 mV after modifying with GQD. The best samples, 
that is LSCO-NG shows the least overpotential of 320 mV, superior to well-known noble 
metal-based catalyst, IrO2. To examine the kinetics and charge transfer resistance of each 
samples, Tafel plot and Nyquist plot were shown in Figure 23 (b), (c). Tendency of 
corresponding data were coincided with LSV curve.  
 
 
Figure 22. (a) Linear sweep voltammetry (LSV) polarization curves of functionalized LSCO 
with conditions in 1.0 M KOH. (b) Corresponding Tafel plot and (c) Nyquist plot measured at 
1.8 V (vs RHE).  
 
4.3.3 Mechanism of N-GQD LSCO by analyzing XPS  
The chemical composition and surface chemistry of the pristine LSCO, LSCO-GQD 
and LSCO-NG were analyzed by using XPS. Each result was presented in Figure 24 and 25, 
respectively. In N-GQD functionalized LSCO, we can observe distinct changes in the C 1s and 
N 1s spectra, compared with pristine LSCO. In Figure 23, this π–π* shake‐up peaks shifting in 
(N)-GQDs indicates the electron transfer from (N)-GQDs to LSCO, which altered the 
electronic structure of Co and O, which we can observe from XPS peak in Figure 23 and 24. 
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Figure 23. XPS spectra of the functionalized LSCO: C 1s, N 1s spectra of LSCO, LSCO-GQD, 
LSCO-NG 
 
The XPS of Co shows redox ability of materials Co 2+ and CO3+ species compared to 
pure LSCO and GQD-LSCO. Surface Co sites of LSCO are more active than surface oxygen 
sites, suggesting that surface Co sites govern the OER activity. Electron transferred from LSCO 
to N-GQD, made high electrophilicity for improving the adsorption capability of OH-. [26] 
Also N-GQD was acted as an active site for OER and formed p-n junction with LSCO for better 
charge transfer. [27] 
O 1s spectra showed lattice oxygen at lower binding energy and oxidant states of 
oxygen (O2-/O2), which is related to oxygen vacancy, may influence the OER performances. 
Ratio of O2- to O2-/O2 was increased in LSCO-NG (0.8653), in LSCO-GQD (0.8591), 
compared with pristine LSCO (0.8135) for higher OER performances. In case of GQD samples, 
electronic structure of Co states was not changed without N-doping. In conclusion, N-GQD 
functionalization induced electron transfer and oxygen vacancy, which was good for the 
catalytic performances of LSCO for highly active OER electrocatalyst. 
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Figure 24. XPS spectra of the functionalized LSCO: Co 2p and O 1s spectra of LSCO, LSCO-
GQD, LSCO-NG 
 
4.3.4 Synthesis of perovskite under low temperature 
Among the various OER electrocatalyst, ABO3 perovskite oxide (A: alkaline or rare 
earth metal, B: transition metal) have been attracting many attentions due to flexible electronic 
structure, high activity descriptor, good stability, etc. However, conventional synthesis for 
perovskite oxide such as high-temperature solid-phase method, hydrothermal method has 
several drawbacks. It results in micro-sized particles, which show inferior catalytic 
performances and dispersion compared with nano-sized ones. And more element needs higher 
temperature, which may result in unwanted phase formation. 
To solve these problems, we suggest two-steps low temperature synthesis of perovskite 
oxides using cyanide and superoxide molecular cluster as shown in Figure 25. Each metal 
precursors are mixed for gelation (hydrolyze), result in cyanide molecular clusters. Next 
cyanogel precursor forms by adding strong oxidizer such as peroxide. After all the process, 
post heat-treatment removes byproducts. In thermodynamic viewpoint, polymorph method 
needs low potential energy compared with conventional high temperature process (Figure 26). 
Also cyano-gel system using mixed-valence complex is homogeneous and decrease 
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crystallization energy. Simple and low energy process enables facile composition control, 
which can increase active-site and reduce OER descriptor energy. 
Perovskite oxides are multi-component oxides, which have higher crystallization 
energy needed over 900℃ temperature for synthesis. That’s why it needs additional process 
such as ball-milling for reducing to nano particles. Besides, metals and cyano-group have 
similar bonding energy with oxygen and Prussia blue (Cyano-group) have also similar crystal 
structure. We chose cyano-group to synthesize by using coordination complex path for 
minimizing crystallization energy to have lower process temperature. By using this, LaNiO3 
could be made under 700 ℃. As seen in Figure 27. This particle was smaller than conventional 
ones (~ 70 nm), can have crystallinity at low processing temperature (500℃). 
 
 
Figure 25. Superoxide moleculr cluster formation using cyano/superoxide molecular clusters, 
compared with conventional methods using amorphous clusters. 
 
 
Figure 26. (a) Reaction path using polymorph method and (b) cyano-gel based synthesis based 
on mixed valence complex  
 29  
 
XRD pattern of different samples was measured to see the effect of oxidizer on the 
annealing temperature in terms of crystallization. As seen in Figure 28, without annealing the 
particles are amorphous with no peaks in XRD data. Compared with conventional sol-gel 
methods, with H2O2 the sample shows peaks of LaNiO3 only at 500℃. However, sample 
without oxidizer, XRD peaks of La2O3 and NiO, (not LaNiO3) were shown.  
 
 
Figure 27. (a) SEM images of perovskite oxides synthesized by conventional sol-gel process 
and cyano-complex route (scale bar: 500 nm) and (b) dynamic laser scattering (DLS) data made 
by both methods  
 
 
Figure 28. XRD data of LaNiO3 before annealing, after annealing of sol-gel and low 
temerpature process (left) and same materials with post treatment using H2O2 and without 
adding H2O2 for annealing at 500, 600℃ for 6 hours.  
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4.3.5 Electrochemical reduction for formation of oxygen vacancy 
Oxygen vacancy has huge effect on the catalytic performances of the electrocatalyst. 
Annealing in inert atmosphere is one of the most used methods in this case. It makes defects 
through the bulk of the materials. Electrochemical reduction is more effective methods in 
surface-related reaction. Zhu. el. studied the effect of each methods on the OER activity of the 
catalyst. [28] They also suggested that oxygen vacancies generated by varying methods have 
clearly different characteristics, that is dissimilar effect on the activity of electrodes. Oxygen 
vacancies were distributed across the bulk of the electrocatalyst formed by thermal annealing, 
while the electrochemical reduction generates the oxygen vacancies intensely on the surface of 
the catalyst. The latter method has higher efficiency and easiness, for catalytic activities mainly 
occurred on the surface, not in the whole bulk of the materials. Like their studied, we used 
electrochemical reduction to make oxygen vacancies in the low-temperature synthesized 
LaNiO3 thin films, The electrochemical reduction was carried out by applying a negative 
voltages of 0.2236 to 0.8236 V (vs RHE) with steps of 0.2V on the electrode for a time interval 
of 2, 5, 10, 20 and 30 min in alkaline solution and in Fig. 18, linear sweep voltammetry was 
shown according to electrochemical reduction.  
 
 
Figure 29. (a) Linear sweep voltammetry (LSV) polarization curves of LaNiO3 with applying 
different negative bias in 20 min. for electrochemical reduction in 1.0 M KOH, (b) LSV curves 
of LaNiO3 with different treatment times at -0.4V vs RHE. 
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For the pristine LaNiO3 sample, a current density of -10 mA/cm
2 was measured at an 
overpotential (η) of 1.67 V vs reversible hydrogen electrode (RHE). The overpotential decrease 
to 400 mV at -0.4V for 20 min. samples. Then optimization of the electrochemical reduction 
was conducted by changing treatment time at fixed applying potential. At an overpotential of 
390 mV at a current density of -10 mA/cm2 was obtained at a 5 minutes-treated samples.  
 
4.4 Conclusion 
In this study, we modified perovskite oxide LaxSr1-xCoO3 (LSCO) with N-doped 
graphene quantum dot (N-GQD) functionalized as an effective electrocatalyst for oxygen 
evolution reactions (OER). LSCO particles were synthesized by sol-gel method, before divided 
into smaller particles by using ball-milling process. N-GQD was made by facile hydrothermal 
methods and mixed with perovskite oxides for synthesizing composite catalyst. Graphene 
Quantum Dot (GQD) was also synthesized for comparing hetero-atom doped GQD to study 
effect of modification in detail. For the pristine LSCO sample, a current density of -10 mA/cm2 
was achieved at an overpotential (η) of 510 mV vs reversible hydrogen electrode (RHE). The 
overpotential decrease to 420 mV at ball-milled samples, then gradually increases to 360 mV 
after modifying with GQD. The best samples, that is LSCO-NG shows the least overpotential 
of 310 mV, superior to well-known noble metal-based catalyst, IrO2. By TEM and XPS, N-
GQD and GQD was functionalized well on the surface of LSCO. By the functionalization of 
GQD and N-GQD, O 1s spectra showed lattice oxygen at lower binding energy and oxidant 
states of oxygen (O2-/O2), which show oxygen vacancy, influences the OER performances. 
Higher oxidant states induce better OER catalytic activities. And only N-GQD modified 
samples changes in Co 2P chemical states for better OER performances. The chemical 
composition and surface chemistry of the pristine LSCO, LSCO-GQD and LSCO-NG were 
analyzed by using XPS. Each result was presented in Figure 24 and 25, respectively. In N-
GQD functionalized LSCO, we can observe distinct changes in the C 1s and N 1s spectra, 
compared with pristine LSCO. This π–π* shake‐up peaks shifting in N-GQDs indicate the 
electron transfer from LSCO to N-GQDs, which altered the electronic structure of Co. The 
XPS of Co shows redox ability of materials Co 2+ and CO3+ species compared to pure LSCO 
and GQD-LSCO. Surface Co sites of LSCO are more active than surface oxygen sites, 
suggesting that surface Co sites govern the OER activity. So they can finally enhance the water 
splitting performances.   
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CHAPTER 5.  ELECTROCATALYTICALLY DRIVEN FAST 
REMOVAL OF MOISTURE BY CONDENSATION OF VAPOR AND 
WATER SPLITTING  
5.1 Introduction 
Water splitting technology, which produces hydrogen (H2) and oxygen (O2) gases from 
water, is a long-term technology pathway with potentially low or no greenhouse gas emissions. 
Most research of water-splitting through an electrocatalytic process has focused on the efficient 
ways of the H2 and O2 production [1-2]. The precious metals (Pt) and noble metal oxides (RuO2 
and IrO2) were known to be the most efficient catalysts for HER and OER, respectively [3-4]. 
However, because of the high cost and scarcity of the materials, numerous efforts have been 
made to develop cost-effective and highly-active electrocatalysts to replace them. Transition-
metal-based compounds, such as oxides, carbides, nitrides, sulfides, and selenides, have been 
studied as alternative electrocatalysts for these reactions [5-12]. Metal-free electrocatalysts, 
such as graphene and carbon nanotubes, were also known to have high electrocatalytic 
activities [13-14]. Recently, transition metal phosphides such as Ni2P [15-16], Ni5P4 [17], 
Ni12P5
 [18], Cu3P [19-20], and CoP
 [21] were reported to be quite effective as HER catalysts 
because of the low Gibbs free energy for H2 adsorption and the small H2O adsorption energy 
[22-23]. Furthermore, the phosphides featured good electrical conductivity and high stability 
over a wide pH range, promising candidates for bifunctional electrocatalysts. It indicates that 
these catalysts are quite useful in neutural media, as well as in acidic (H2SO4) and basic (KOH) 
media. 
In addition to producing gas, water splitting can be used to remove the water absorbed 
on a surface from the air by condensation of vapor in high humidity, thus, controlling the water 
content of the air (i.e. the humidity). The water can be also driven onto any surface by a large 
difference between inside and outside temperatures. This phenomena commonly occurs in 
everyday life, such as on windows in winter and car headlight lenses. This water can cause 
damage to buildings, discolor headlights, and fog up windows in cars (Figure 30(a)). Water 
absorbing materials such as sodium polyacrylate [24], zeolite [25], mesoporous silica [26], 
silica gel [27], and the activated carbon [28] were already used as shown in Figure 30(b), but 
they cannot be reusable and water can be reformed. Heat exchanger or air conditioner can be 
also effective, but the systems are complicated and expensive [29-30]. Here, an 
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electrocatalytically driven moisture control technology is demonstrated by condensation of 
vapor and water splitting. For this, it is essential to develop highly active electrocatalysts with 
long-term stability at high potentials because the pH of the condensed water can be very close 
to 7.0, meaning that the number of ions in the water is very small. Among the electrocatalysts 
which have been studied so far, nickel-phosphide (Ni-P) was known to have the low adsorption 
energy of hydrogen (H+) on surfaces and partial positive charges on P atoms, exhibiting the 
high activity toward the HER [31-32]. It also can be functioned as a OER catalyst, due to 
formation of oxidation sheel during water oxidation [32] as seen in Figure 31. It was also 
reported to be stable because of its relatively high corrosion resistance due to amorphous nature 
and passivity, immune to attack at grain boundary [33-35]. Various mechanisms and 
experimental evidences have been demonstrated, in which the partial covalent bond formation 
between Ni and P atoms led to a partial negative charge on the P atoms [31], and thus the 
dissolution of Ni into the water was prohibited [34-35]. Also, P atoms may be also oxidized 
into phosphate, which can subsequently act as a diffusion barrier for active dissolution [35].  
 
 
Figure 30. (a) Moisure formation in daily lives, and (b) conventional several methods for 
removing moisture such as water absorber, heat exchanger, PEM electrolysis. 
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Figure 31. (a) Gibbs free energy of adsorption of hydrogen in Ni-P compared with Pt [31], (b) 
Caculated electron density of the Ni2P surface [31], (c) TEM images of Ni-P with oxidation 
shell of NiOx after OER [32], (d) Volcano plot for metals including Ni and Cu [37], (e) Bonding 
charge distribution of Cu-doped Cobalt phosphide [36].  
 
Here, we report a facile strategy to fabricate the two-electrode electrochemical cell for 
the electrocatalytically driven moisture control technology, based on the nickel-copper-
phosphide (NiCu-P) film synthesized by simple electrodeposition on Ni substrate. The Cu 
incorporation into the Ni-P film is expected to enhance the electrocatalytic activity due to the 
decrease of charge transfer resistance of the surface and opposite sign of binding energy with 
hydrogen on Cu compared with that of Ni in Figure 31 [36-37]. The film can be also used as 
bifunctional catalysts for HER and OER electrodes. The NiCu-P films were amorphous Ni-
rich materials with various nanocrystalline phases such as Ni12P5 and Ni3P at low Cu content 
(< 9 at.%). The overpotentials in a three-electrode configuration were measured to be 48 mV 
at -10 mA/cm2 for HER in acidic solution and 330 mV and at 20 mA/cm2 for OER in alkaline 
solution, respectively, while pure Ni-P films showed -60 mV and 380 mV, respectively. In 
order to achieve long-term stability at high voltages, the surface of the films used as OER 
electrodes were treated with oxygen plasma, producing an oxygen-rich layer in a near-surface 
region of the film and preventing the formation of some desiccation cracks. For the HER 
 38  
electrodes, the film was used without any modifications. When the two-electrode 
electrochemcial cell was dipped into pure water, it successfully removed the water a rate of 0.6 
ml/hr at 10 V. Based on the results, a planar-type cell composed of two interdigitated electrodes 
are fabricated and attached to the inner surface of the transparent headlamp of a car. The water 
condensed onto the surface from the air at a relative humidity of > 99 % was effectively 
removed and the inside of the headlamp became quite clean within several minutes, indicating 
that the content of the water in the air could be reduced. Finally, a flexible cell with 
transparency over 90 % was fabricated and the water removal capability was found to maintain 
over 75 % at a curvature of 0.18/cm. 
 
5.2 Experimental details 
5.2.1 Electrodeposition of Ni-P and NiCu-P films 
Nickel sulfate hexahydrate (NiSO4 ⋅6H2O), copper sulfate pentahydrate (CuSO4 ⋅5H2O), 
sodium hypophosphite monohydrate (NaH2PO2⋅H2O), sodium acetate (CH3COONa), and 
glycine (NH2CH2COOH) were purchased from Sigma-Aldrich and used as received without 
any modifications. NiCu-P films were deposited on Ni foam or SiO2/Si substrate with Ti/Ni 
(20/100 nm) metallic layer at room temperature. 0.1M of NiSO4 ⋅6H2O and 0.1M of CuSO4 
⋅5H2O were mixed in DI water and 200 mL solution was prepared with the ratio of the solutions. 
1 M of NaH2PO2, 0.1 M of CH3COONa, and 0.1 M of glycine were dissolved in DI water of 
150 mL. Prior to the electrodeposition, the substrate was washed with acetone, isopropanol 
(IPA), and DI water several times under sonication. The electrodeposition was carried out in a 
home-made three-electrode setup, using a graphite rod as the counter electrode and a Ag/AgCl 
electrode as the reference electrode. Nitrogen was bubbled through the deposition solution for 
at least 15 min prior to the deposition and maintained during the whole deposition process. The 
deposition cycle was controlled 3 to 15 times between - 1.2 V and + 0.2 V with a scan rate of 
10 mV/s at 600 rpm. After electrodeposition, the NiCu-P samples were carefully taken from 
the electrolyte solution, rinsed with ethanol and DI water, and dried in a vacuum at room 
temperature. 
5.2.2 Material characterization 
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Scanning electron microscopy images and elemental analysis of the samples were 
characterized by SEM (Nova NanoSEM, SU8220 Cold FE-SEM) equipped with an energy 
dispersive X-ray analyzer. High resolution images were collected by HR-TEM (JEOL JEM-
2100F) with the equipped energy dispersive spectrometer. The crystallinity and phase 
information of the samples were given by a Bruker AXS/D8 ADVANCE diffractometer with 
Cu Kα radiation (λ= 1.5418 Å). I-V curves were obtained using a Keithley 2636A source 
measurement unit while applying bias swept from -0.25 V to 0.25 V. The transmittance of the 
films was measured using a UV-Vis-NIR spectrometer (Agilent/Cary 5000). 
 
5.2.3 Electrochemical measurement in a three-electrode configuration 
Electrochemical measurements were performed by IVIUM Stat (US). Ni-P and NiCu-
P samples, a Pt wire, and an Ag/AgCl electrode were used as a working, counter, and reference 
electrode, respectively. HER and OER measurements were conducted in 0.5 M H2SO4 and 1.0 
M KOH solutions, respectively. All potentials related to this work were converted to the RHE 
(ERHE= EAg/AgCl + 0.1976 + 0.0592 pH). The linear sweep voltammetry curves were obtained 
in 0.5 M H2SO4, 1.0 M KOH, and pure water (0.4 M ∙cm) at a scan rate of 10 mV/s and a 
rotating speed of 1000 rpm with iR (current times internal resistance) correction. 
Electrochemical Impedance Spectroscopy (EIS) was performed in the same configuration at 
the frequency from 105 to 0.1 Hz with an AC voltage amplitude of 10 mV. The current 
measurements were carried out in a two-electrode setup in pure water by using NiCu-P film as 
bifunctional catalysts. The anode was modified with O2 plasma when needed. 
 
5.2.4 Fabrication of two-electrode electrochemical cells 
The SiO2/Si substrates were cut into pieces of 2.5 cm  2.5 cm in area, then cleaned 
using acetone/IPA/DI water under sonication. The two-electrode electrochemical cell is 
composed of a pair of comb-type finger electrodes, that is, interdigitated electrodes, fabricated 
by a step-by-step process. By using an image reversal process (soft baking at 80oC and reversal 
baking at 100oC) with AZ5214 and a photomask consisting of comb structures, a comb 
structured pattern was formed and Ti /Ni (20/100 nm) was deposited, followed by the 
electrodeposition of the NiCu-P film onto the metallic layer to fabricate the OER electrode. 
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The thickness of the film was measured to be about 600 nm. The film was treated with the O2 
plasma treatment for 30 min, carried out under a pressure of 20 Pa and a radio-frequency (rf) 
power of 100 W in reactive ion etcher (TTL/Labstar). The other comb structured electrode was 
also fabricated by depositing Ti /Ni (20/100 nm) layer on the substrate by same procedure, 
followed by the electrodeposition of the NiCu-P film onto the layer. It was used as a HER 
electrode without any modifications. For flexible cells, the PEN substrates were used. All 
processes are same as that done in SiO2/Si substrates, but the thickness of Ni and NiCu-P film 
were controlled to be about 50 nm and 300 nm, respectively. High transparency was obtained 
by introducing holes of a 80 m in diameter and 100 m in a hole-to-hole distance. Teflon-
wrapped silver coated copper wire was connected to both pads by using Ag paste, followed by 
sealing by Kapton tape. 
5.2.5 Measurement of two-electrode electrochemical cells 
Humidity in headlamp was controlled using humidifier connected with silicone rubber 
hose. Fogs on the front surface of headlamp were formed after covering it by a cold wet wiper. 
Thermo/Humidity meter was used to quantify the amount of water vapor in the headlamp for 
precise control of humidity. To minimize leakage of vapor, water-proof glue gun was used to 
block any hole of the headlamp after inserting the device into the headlamp. The current 
measurements were carried out on the device in the headlamp. Bending tester (Z-tec/ZB-100) 
was used to fix a flexible device in a bent shape for the measurement. 
 
5.3 Results and Discussion 
5.3.1 Electrodeposition of Ni-P and NiCu-P films 
A typical fabrication procedure of NiCu-P films is presented in Figure 32a and the 
detailed information is described in Methods. In Ni-P solution without Cu content, it showed 
bright green and there was no significant change in color when 0.5 mmol CuSO4 was added to 
the solution, as shown in Figure 33. However, as the concentration of CuSO4 increased to 4 
mmol, it was changed to bluish green and the intensity of the blue became strong with the 
increasing the concentration of CuSO4. The solution with only CuSO4 showed blue color. The 
films were then deposited onto the flat SiO2/Si substrate with the Ti/Ni (20/100 nm) layer using 
the electrodeposition process. In general, at the initial stage of deposition, it starts by a primary 
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nucleation of metal by Volmer-Weber modes, which induces a phosphorus co-deposition due 
to the strong interaction with the metal. This leads to instantaneous nucleation and growth of 
hemispherical clusters [38] and then a columnar-structured film with the smooth surface is 
grown. At the low Cu concentration, the Cu ions were reported to suppress the hydrogen 
evolution during electrodeposition to prevent a void in films, acting as a stabilizer and having 
no effect on the deposition, as shown in Figures 32b, 32c, and 34 [39]. As the Cu content 
increased, many droplets (i.e. nodules) on the surface were produced and their size was 
drastically increased to approximately 1 μm when 10 mmol CuSO4 was added to the solution, 
as shown in Figures 32c and 34. In general, the nodular structure significantly depends on the 
nucleation rate and the surface diffusion of the metallic ions participating in the growth. 
According to the larger reduction potential (~ 0.337 V) of the Cu ions than that (~ -0.25 V) of 
Ni ions, at the initial stage of deposition, the Cu seems to be deposited before the Ni at Cu 
concentration higher than a critical value. The nodule formation then appears as the result of 
the concentrated Cu ion reactions over a localized area, consequently creating the nucleus. The 
increase of the size of the droplets with increasing the Cu concentration may also mean faster 
surface diffusion of the Cu ions, compared with that of the Ni ions [40]. The photos and cross-
sectional view of the scanning electron microscope (SEM) images in Figure 32c showed 
uniform film coverage over large areas and good adhesion property on the electrode. 
Figure 32d shows X-ray diffraction (XRD) results for the films as a function of the 
atomic ratio of Cu to Ni, measured by using energy dispersive X-ray (EDX). As reference, the 
XRD pattern of the Ni was also obtained. The two representative peaks at 44.66 o and 51.98 o 
were observed in the Ni, corresponding to the (200) and (111) planes of the metallic Ni. For 
the pristine Ni-P film, there were no more peaks except the two peaks stated above. However, 
the expanded view of the peak positioned at 44.66 o showed that it became quite broad and 
several peaks on the left side of the main peak were observed. According to the phase diagram 
of Ni and P [41], the solubility of the phosphor in Ni is very small (~ 0.32 %) at room 
temperature, meaning that the amount of the P is very small in the film. However, the film 
contained 20 atomic % of the phosphorous by using EDX spectra shown in Figure 35a. 
According to the atomic size (~ 98 pm) of the phosphorous, compared with that of the Ni (~ 
147 pm), it seems that the phosphorous occupied the interstitial sites [42]. According to the 
formation energy of Ni-P and Cu-P compounds shown in Figure 35b [42], it also seems that 
various Ni-P phases were produced. In high-resolution transmission electron microscope (HR-
TEM) images shown in Figure 32e, the nanocrystalline materials such as Ni12P5 and Ni3P were 
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also observed, which corresponded to the peaks on the left of the main peak. Thus, it is believed 
that the Ni-P film was a form of Ni-rich phases, having several Ni-P secondary phases. 
As the Cu ions were incorporated, the peak at 44.66 o became broader. Actually, with 9 
at. % Cu, the full-width-half-maximum (FWHM) was increased from 0.32 o to 0.38 o, compared 
with pristine Ni phosphide film. This implies that Cu ions were incorporated into the Ni 
phosphide. However, the further increase in the Cu concentration produced a secondary peak 
positioned at 43.63 o. To identify the origin of this peak, Cu phosphide film was deposited onto 
the Ni and the XRD pattern was obtained. The peak was indexed to Cu (200) and it is believed 
that the small amount of the phosphorous was incorporated into Cu, forming Cu-rich phosphide 
film, according to the phase diagram [43]. Actually, the atomic size of the Cu is almost the 
same as that of the Ni and the two elements show a perfect solid solution in the entire 
composition. Thus, the Cu was expected to perfectly occupy the Ni sites during the 
electrodeposition. However, beyond a certain critical Cu concentration, a new phase, which 
was Cu-rich, was produced. This may be explained via the extremely small equilibrium 
constant (K ~ 6.6  10-21) of the overall redox reaction of nickel and copper ions expressed as 
[39], 
Cu + Ni2+ → Cu2+ + Ni 
As K is much smaller than unity at high Cu ions concentration, the preferred deposition 
of Cu-P can be expected, as mentioned above. In the TEM image of Figure 32e, the segregation 
of the Cu-rich phase was also observed. 
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Figure 32. (a) Precursors used and photo of NiCu-P solution. (b) Schematic illustration of 
NiCu-P film with CuSO4∙6H2O concentration. (c) Photos and SEM images of NiCu-P film on 
SiO2/Si substrate with Ti/Ni (20/100 nm) with CuSO4∙6H2O concentration. scale bar: 1 μm. (d) 
XRD data of electrodeposited NiCu-P film on Ni substrate with Cu content. (e) High-resolution 
TEM images of NiCu-P film and the corresponding fast Fourier Transform (FFT) patterns of 
the selected area. scale bar: 20 nm. 
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Figure 33. The photos of NiCu-P solutions with different CuSO4∙6H2O concentration. 
 
 
Figure 34. The SEM images of the NiCu-P with different ratios of Ni:Cu (scale bar: 0.5 μm). 
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Figure 35. (a) EDX elemental analysis of Ni-P. (b) Formation energy of Ni-P with the different 
mole fraction of P. (c) Elemental composition (Ni, Cu) of NiCu-P with the different mole of 
NiSO4·6H2O of precursors.. 
 
5.3.2 Electrocatalytic HER and OER performances in Acidic and Basic 
Media 
The electrocatalytic HER and OER activities of the NiCu-P films supported on the Ni 
foam were evaluated in a The electrocatalytic HER and OER activities of the NiCu-P films 
supported on the Ni foam were evaluated in a three-electrode configuration with the Ag/AgCl 
as a reference electrode under acidic (0.5 M H2SO4, pH 0.3) and alkaline (1.0 M KOH, pH 14) 
conditions, respectively. To evaluate the electrocatalytic activity toward HER, a Pt wire as a 
counter electrode was used and the current density versus potential at a scan rate of 10 mV/s 
was measured recorded at room temperature as a function of at. % of the Cu from 0 % to 64 %, 
plotted in Figure 36a. For the pristine Ni-P film, a current density of -10 mA/cm2 was achieved 
at an overpotential (η) of 60 mV vs reversible hydrogen electrode (RHE). As the Cu ions were 
incorporated, the overpotential decreased to 48 mV at Cu 9 at.%. Although the commercial 
Pt/C exhibits the lowest overpotential [44-45], the measured overpotential value is lower than 
that of some other phosphides-based HER catalysts such as Ni2P [16], Ni5P4 [17], CoP [46], 
Fe3P [47], and CoFeP [48]. The SEM images of the film at Cu 9 at.% also showed that it was 
very uniformly coated on the Ni foam with few cracks, indicating that the adhesive properties 
were excellent. Further increase in the at. % of the Cu significantly increased the overpotential 
to -127 mV. The corresponding Tafel plots to study the HER kinetics of the samples were 
obtained, plotted in Figure 36b. Notably, when at.% of the Cu was approximately 9 %, the film 
had the smallest Tafel slope of only 69 mV/dec and a further increase in the composition 
increased the slope to 101 mV/dec at 64 at. %, indicating the highest conversion efficiency 
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with 9 at.% of the Cu. The Nyquist plots recorded at an overpotential of 320 mV also showed 
that the NiCu-P film gave rise to charge transfer resistance that is much lower than the pristine 
Ni-P film, as shown in Figure 36c. 
The OER performance on the NiCu-P films was also investigated in the same manner, 
as shown in Figure 36d-f. The current densities with the at.% of the Cu showed very similar 
trends to the HER performances. Specifically, the overpotential required for achieving a current 
density of 20 mA/cm2 was only 330 mV, which was significantly lower than those of pristine 
Ni-P film and NiCu-P films with different composition of the Cu. As shown in the inset, all 
samples showed distinct anodic peaks between 1.3 and 1.5 V versus RHE, which was 
associated with the oxidation of Ni and/or Cu species, such as the transition from α-Ni(OH)2 
to γ-NiOOH and β-Ni(OH)2 to β –NiOOH, respectively [49,50]. In general, Ni(OH)2 can easily 
be oxidized to NiOOH, which is needed for the high activity in the water oxidation reaction. 
However, γ-NiOOH was known to be formed by the insertion of Na ions to the Ni-P film during 
the water splitting process, causing swelling of the film, thus, the electrode volume expansion 
with subsequent microcracks and disintegration of the film [51,52]. The peak intensity was 
smallest in the Ni-P film with Cu 9 at.%, indicating that the addition of the Cu with careful 
control in the at.% might be a very effective strategy to suppress the formation of γ-NiOOH 
phase. This would also promote the formation of α-Ni(OH)2 or β-Ni(OH)2 occurred on the 
surface, providing more active sites of OER [53]. Tafel plots for OER also showed the smallest 
Tafel slope of 135 mV/dec at the same Cu concentration, thus, the OER performance was 
enhanced by Cu incorporation in alkaline solution. 
 
 47  
 
Figure 36. (a) Linear sweep voltammetry (LSV) polarization curves of NiCu-P films with 
different ratios of Ni:Cu in 0.5 M H2SO4 at scan rate of 10 mV/s. The inset shows the SEM 
images of NiCu-P film with 9 at. % on Ni foam. Scale bar: 25, 10 μm. (b) Corresponding Tafel 
plots. (c) Nyquist plots recorded obtained at - 0.3V versus RHE. (d) LSV polarization curves 
of NiCu-P films with different ratios of Ni:Cu in 1.0 M KOH. The current densities in ranging 
from 1.3 V to 1.6 V were also plotted in the inset. (e) Corresponding Tafel plot. (f) Nyquist 




5.3.3 Two-electrode electrochemical devices in DI water 
Although the three-electrode electrochemical cell is considered to be a powerful cell 
configuration for the water-splitting, two-electrode electrochemical cell configuration was used 
to explore the electrochemcially driven splitting of the water molecules on the surface. The 
NiCu-P films, deposited on the Ni-coated SiO2/Si layer, were used as bi-functional electrodes 
for both HER and OER, as shown in Figure 37a. When the electrodes were dipped into the 1 
M KOH electrolyte and the electrochemical measurement was carried out, the current density 
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of several tens of mA/cm2 at applied voltage less than 2 V was obtained, however, the current 
density significnatly decreased to several tens of A/cm2 in the pure water, as shown in the 
inset of the Figure 37a. This means that the concentration of hydroxide or hydrogen ions in 
pure water is low. The current densities for both HER and OER in three-electrode 
electrochemical cells of Figure 38 also significantly decreased to several tens of A/cm2. 
Actually, depending on the surrounding environmental conditions, water can be acidic or 
almost pure, especially, in the air. Thus, to speed up the water splitting rate in real environments, 
it seems that high voltage is required as well as the enhanced catalytic properties of films. As 
expected, the current density of NiCu-P films with Cu 9 at.% is larger than that of the Ni-P 
films because of the enhanced electrical properties of the NiCu-P films, as shown in Figure 38. 
Previously, a density functional theory analysis also showed that extra electrons could be 
released with Cu doping in transition metal phosphides, explaining the increase in conductivity 
[36]. 
Figure 37b shows the current density of the two-electrode cell made of NiCu-P films 
with Cu 9 at.% as a function of the applied voltage in pure water. A current density of 0.26 
mA/cm2 was measured at 2 V and the water was seen to be split to the gases in the inset. As 
the voltage increased to 10 V, the current density increased to 5.54 mA/cm2. However, the 
current suddenly dropped to zero and the rate of the current decreasing increased with the 
voltage. Then, there were no gas bubbles at the surface of the electrodes, meaning the water 
splitting reaction had stopped. The SEM images in Figure 37c show that some desiccation 
cracks were observed in only OER electrode, while there were no such cracks in the HER 
electrodes. No current indicates that the films were peeled off during the water splitting reaction 
at high voltage. The cracks found in the OER electrode may be ascribed to the dissolution of 
the phosphor atoms incorporated inside the films into the electrolyte and it is accelerated by 
increasing the voltage in the presence of O2 in the electrolyte [54,55]. This would cause the 
chemical deterioration of the film coating on the substrate. This may be confirmed by 
measuring the pH of the pure water during the water splitting. The pH decreased from 7.0 to 
5.5 with the reaction for 30 min, meaning that the water may be an acidic solution by forming 
phosphoric acid by reacting with phosphorous dissolved into water, as shown in Figure 37d. 
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Figure 37. (a) LSV polarization curves of Ni-P and Ni91Cu9-P films on Ni recorded in 1.0 M 
KOH. The inset shows the current density measured in pure water. (b) Current densities 
measured at various voltages from 2 to 10 V in pure water. The inset shows the gas bubbles on 
both surfaces when 10 V is applied. Scale bar: 1 mm. (c) Top (scale bar: 1, 10 μm) and cross-
sectional. scale bar: 1 μm. SEM images of the Ni91Cu9-P films after the HER and OER reaction 
at 10 V in pure water. (d) pH values of electrolytes measured as a function of the water splitting 
reaction time at 10 V before and after Ni91Cu9-P films were treated with O2 plasma treatment. 
O2 plasma-treated NiCu-P film was named as NiCu-POx. (e) Current densities measured at 10 
V with O2 plasma treatment in pure water. (f) Top and cross-sectional SEM images of the 
Ni91Cu9-P films after the OER reaction at 10 V in pure water. scale bar: 10, 1 μm. (g) EDAX 
spectra of as-deposited NiCu-P and O2 plasma-treated NiCu-P films. 
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Figure 38. (a) LSV polarization curves for the HER of Ni-P and Ni91Cu9-P films on Ni 
recorded in pure water. (b) LSV polarization curves for the OER of Ni-P and Ni91Cu9-P films 




Figure 39. Currents measured as a function of the applied voltage ranging from -0.25 to 0.25 
V with Ni91Cu9-P and Ni-P. The inset shows a schematic illustration of I-V measurement of a 
device. 
 
5.3.4 Two-electrode planar electrochemical cells 
The poor stability of the OER electrode at such a high voltage was evaluated with the 
oxygen content of the film by using oxygen plasma treatment. Figure 37e shows the current 
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density as a function of the treatment time when 10 V was applied. With oxygen plasma 
treatment for 30 min, the current density was measured to be approximately 3 mA/cm2, which 
was similar to one measured at 5 V in the non-treated sample. However, interestingly, unlike 
the non-treated sample, there was no decrease in the current density and also there were no 
cracks created in any region of OER electrode, as shown in Figure 37f. This tells us that the 
OER electrode became quite stable at high voltage due to the treatment. However, as the plasma 
treatment time increased, the current density decreased, explained via the increase in the 
oxygen content in the film, as shown in Figure 37e. Actually, the conductance of the NiO film 
by the sputtering method was lower than that of the NiP film, as shown in Figure 40a. When 
the NiO film was used as an OER electrode instead of the NiP film, the current density 
decreased by 4.4 times, as shown in Figure 40b. This is in good agreement with the decrease 
in the current density with the increasing plasma treatment in Figure 37e. It has been reported 
in a few papers that an increase in the oxygen content in the Ni-P film could improve the 
stability of the materials due to the larger dissociation energy (391.6 kJ/mol) of the Ni-O [56-
58]. Thus, it is believed that the oxygen plasma treatment creates an oxygen-rich layer at the 
surface, acting as a barrier to the out-diffusion of the phosphorous atoms to the electrolytes 
[59]. This may be confirmed by the increase (5.5 → 6.0) of the pH measured in pure water by 
the plasma treatment, as shown in Figure 37d. It is also thought that the high voltage could 
locally focus on a specific area, leading to the dissolution of the phosphorous atoms and 
creating cracks in Ni-P film [34,60]. 
 
Figure 40. (a) Currents measured as a function of the applied voltage ranging from -0.25 to 
0.25 V with Ni-P and NiO. (b) Current densities measured at 10 V of Ni-P/Ni-P, Ni-P for 
HER/NiO for OER with two-electrode cell in pure water at voltages of 10 V. (c) The SEM 
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images of the NiO for OER films after the HER and OER reaction at 10 V in pure water, 
respectively. Scale bar: 500 nm. 
 
The NiCu-P films were deposited on the two interdigitated Ni electrodes on a SiO2/Si 
substrate. As an OER electrode, the film was treated with oxygen plasma for 30 min, while the 
film was used as a HER electrode without any modification, followed by the UV-Ozone 
treatment to make the surface hydrophilic. Thus, two-electrode planar devices based on the 
NiCu-P films as bifunctional catalysts were fabricated. The schematic diagram for the device 
and the photos of the devices fabricated on the 4-inch SiO2/Si wafer are shown in Figure 41a. 
With a few pure water drops of pH 7 onto the cells of approximately 2 x 2 cm2 in area, the 
current was measured as a function of the applied voltage, plotted in Figure 41b. Under 2 V, a 
current of 0.118 mA was obtained and as the voltage increased to 10 V, the current increased 
to 1.71 mA. By the applied voltage, many gas bubbles were obviously observed between the 
electrodes, as shown in the inset and the Supplementary Movie 1. The movie also showed that 
the bubbles were pushed to the air out and disappeared. The current with the voltage was quite 
linear and there was no change in the current for 10 min (Figure 41c), meaning that the water 
splitting performance was not degraded at the high voltages. Compared to the pristine Ni-P 
films, an enhancement in the current of 17 % was obtained, as shown in Figure 42. The water 
removal rate in Figure 41b was calculated based on the number of charges transferred from the 
HER electrode to the OER electrode. Faraday’s law of electrolysis states the amount of 





where Q is the total amount of electric charges passed through the electrodes for 1 h, 𝑀𝐻2𝑂 is 
the molar weight of H2O (18 g/mol), F is the Faraday constant (96485.3 C/mol), and z (= 2) is 
the number of electrons to split one water molecule to gases. The rate of water removal at the 














It shows that approximately 0.6 ml of water was effectively removed after 10 V was 
applied for 1 hr. After 3 hr, the SEM images and the measured current supported the excellent 
stability of the films, as shown in Figure 41d. The Supplementary Movie 2 also clearly showed 
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that when the water was fully removed, the current dropped to zero, indicating that the current 
was due to the water splitting. 
As one of the practical applications, the cell of approximately 2  2 cm2 in the area was 
attached to the inner surface of a transparent headlamp of a car and the current were measured 
as a function of the relative humidity. The humid air from a humidifier, balanced by dry air, 
was introduced into the headlamp under pressure of 1 atm. By controlling the valve between 
the humid/air sources, the humidity inside the chamber could be tuned over the range of 20 to 
99 %, measured by the humidity sensor (Daekwang Instrument Inc., TH-05, Republic of Korea). 
At 20 %, a tiny current of 0.059 mA at a float voltage of 13.6 V was measured, indicating that 
there was only a little water between the electrodes. As the humidity increased to 70 %, a 
current of 0.58 mA was measured and it reached 1.07 mA at > 99%. In Figure 41e, the photos 
of the attached 4 cells showed that the water condensed onto the inner surface was effectively 
removed and the inside of the headlamp became quite transparent, meaning that the relative 
humidity of the air inside the headlamp decreased. This was evident from the photos taken after 
60 min when the devices were not attached on the surface, as shown in Figure 43. The 
Supplementary Movie 3 also clearly showed that the water adsorbed onto the surface and inside 
of the headlamp was clearly removed by the attached cells. 
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Figure 41. (a) Schematic illustration for the fabrication of two-electrode planar cells, 
composed of two interdigitated electrodes of NiCu-P for HER and NiCu-POx for OER. The 
photo and SEM image of the cell at a wafer scale was also shown. scale bar: 1, 20 mm. (b) 
Currents measured as a function of the applied voltage with a few pure water drops onto the 
cells of approximately 2 x 2 cm2 in area. The inset shows the gas bubbles generated between 
the two electrodes. The water removal rate with the voltage was also plotted. (c) Currents 
measured at various voltages from 2 to 10 V in pure water. (d) Currents measured at 10 V 
during 3 hrs when the cell was dipped into pure water. The SEM images of the Ni91Cu9-P films 
after the HER and OER reaction at 10 V in pure water, respectively. Scale bar: 50 μm. (e) 
Currents measured under various humidity of the inside of the headlamp of a car from 20 to 
99 %. The 4 cells were attached to the inner surface and the photos after the reaction at 13.6 V 
for 10 min were shown. The SEM images of the Ni91Cu9-P films after the reaction were also 
shown. scale bar: 50 μm. 
 
 
Figure 42. Currents measured at various voltages from 2 to 10 V with two-electrode planar 
cells based on Ni-P for HER/Ni-POx for OER in pure water. 
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Figure 43. Photos of the inside surface of headlamp before/after 60 minutes under the humidity 
of 99%. 
A flexible and transparent cell, composed of NiCu-P films deposited on the 50 nm-thick 
Ni coated polyethylene naphthalate (PEN) substrate, was also fabricated by introducing hole 
patterns of 80 μm in diameter, as shown in Figure 44a. The photo shows that it seems quite 
transparent. Figure 44b shows that the device has high transparency of ~ 90 % in the 
wavelength between 400 and 800 nm. The transparency is evident in the photograph of the 
device attached on the surface of the headlamp in the inset of Figure 44c. When the current 
was measured under the humidity of 99%, a current of 0.95 mA with an excellent stability was 
measured at 13.6 V, as shown in Figure 44c. The lower current of the devices may be ascribed 
to the decrease in the thickness of the NiCu-P films (~ 0.3 m), compared with that of the film 
deposited on the SiO2/Si substrate (~ 0.6 m). Finally, the flexibility of the device needs to be 
evaluated for broad applications. It seemed that the devices on the PEN substrate were quite 
flexible, as shown in the inset of the Figure 44d. To evaluate the effect of the bending motion 
on the water-splitting performance, the device was dipped into the pure water and the current 
was measured at 10 V as a function of the bending curvature, as shown in Figures 44d and 45. 
With no bending, a current of 1.33 mA was measured. At a curvature of 0.13 cm-1, the current 
decreased to 1.21 mA and it slowly decreased until the curvature was 0.23 cm-1. However, the 
current was quite stable, as shown in Figure 45b. Further increase in the curvature to 0.39 cm-
1 significantly decreased to 0.25 mA and as the reaction proceeded, the current was eventually 
dropped to almost zero. Although it is believed that the films can be broken at large curvature, 
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it is notable that the water removal capability was found to maintain over 75 % at a curvature 
of 0.18/cm. 
 
Figure 44. (a) Schematic images of flexible cells with hole patterns fabricated PEN substrate. 
The photo and SEM image of the cell at a wafer scale was also shown. scale bar: 2 cm, 0.4 mm. 
(b) Transmittance spectra of the cells with and without hole patterns. (c) Currents measured at 
13.6 V under 99 % relative humidity of the headlamp of a car. The cell was attached to the 
inner surface of the headlamp. (d) Currents measured at 10 V with the curvature of the bending 
motion when it was dipped into the pure water, as shown in the inset. 
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Figure 45. (a) Photos of bending flexible planar devices with different bending curvature. (b) 




In conclusion, we reported a facile strategy to fabricate the two-electrode 
electrochemical cells for effective removal of water condensed on surface by the water splitting 
technology, based on bifunctional NiCu-P catalysts synthesized by electrodeposition. It is also 
shown that the technology can control the humidity of the air inside of the headlamp. The 
microstructural analysis by using XRD and TEM tools showed that the NiCu-P films were Ni-
rich amorphous materials with various nanocrystalline phases such as Ni12P5 and Ni3P at low 
Cu content (< 9 at.%). In a three-electrode configuration, as the Cu content increased to Cu 9 
at. %, the overpotentials were decreased to 48 mV for HER in acidic solution and 330 mV at -
10 mA/cm2 and at 20 mA/cm2 for OER in alkaline solution, respectively. However, further 
increase in the Cu content resulted in the segregation of Cu-rich phase instead of the solid 
solution, increasing the overpotentials to 125 mV and 410 mV at Cu 64 at. %, for HER and 
OER, respectively. Thus, the best electrocatalytic performance was obtained in NiCu-P films 
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with Cu 9 at. %, which might be ascribed to the low charge transfer resistance due to the solid 
solution of Ni and Cu in the phosphor environment. 
To evaluate the water removal capability of the catalysts, a two-electrode 
electrochemcial cell was fabricated by depositing the NiCu-P films on Ni substrates. For HER, 
the as-prepared film was used without any modifications. However, for OER, the films were 
treated with oxygen plasma, producing an oxygen-rich layer at the surface. This significantly 
decreased the dissolution of the phosphorous atoms and prevented the formation of any 
desiccation, thus, enhancing the stability of the films at high potentials over 10 V. In pure water 
with about pH 7, the cell was successfully proven to be effective in removing the water at a 
rate of 0.6 ml/hr at 10 V, calculated based on the amount of charge transferred from the HER 
electrode to the OER electrode.  
The NiCu-P films were then deposited on two interdigitated Ni electrodes on a SiO2/Si 
substrate and the planar-type electrochemical cell of approximately 2  2 cm2 was fabricated. 
The four cells were attached on the surface of a transparent headlamp of a car and 10 V was 
applied to the cells at the relative humidity of > 99 %. Within 10 min, the water condensed 
onto the surface was effectively removed and the headlamp became quite clean, meaning that 
the humidity decreased. At last a flexible cell with transparency over 90 % was fabricated and 
the water removal capability was found to maintain over 75 % at a curvature of 0.18/cm. Thus, 
the water splitting is a promising technology to effectively remove the water for a long time. It 
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